
Ampacoll® Radon
For quick, radon-proof penetrations

>  Verified radon tightness

>  Remains impermeable  
when subjected to movement 
or tensile force

> Easy-peel silicon paper

>  Long EPDM moulded  
part – sticks tightly to the 
penetration

ISO 9001
Swiss Research

Available as

Item no. Product name Adhesive surface Box contents

7640115538505
Ampacoll® Radon 8 
8 – 12 mm

150 × 150 mm 10 pieces

7640115538536
Ampacoll® Radon 15
15 – 22 mm

150 × 150 mm 10 pieces

7640115538567
Ampacoll® Radon 25
25 – 32 mm

150 × 150 mm 10 pieces

7640115538598
Ampacoll® Radon 70
70 – 92 mm

230 × 230 mm 4 pieces

7640115538628
Ampacoll® Radon 100
100 – 110 mm

320 × 320 mm 4 pieces

7640115538659
Ampacoll® Radon 125
125 – 135 mm

320 × 320 mm 4 pieces

7640115538680
Ampacoll® Radon 150
150 – 165 mm

350 × 350 mm 4 pieces
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Technical details Value

Storage Cool and dry

Working temperature 0° C and above

Temperature resistance – 40 to + 100 °C

Resistance to ageing > 20 years

Natural weathering period 3 months 

Uses: Sleeves for radon-tight sealing of round penetrations. For interior and exterior use 
in construction. The sleeves consist of an EPDM moulded part embedded in an aluminium 
flange with an adhesive surface made of butyl
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Purchase through specialist stockists
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Please observe the recommenda-
tions for use and note the additional 
system products in our adhesives 
matrix

Further information and  
detailed documentation can be 
found at www.ampack.biz

Ampacoll® Radon 8 
8 – 12 mm

Ampacoll® Radon 70 
70 – 92 mm

Ampacoll® Radon 25 
25 – 32 mm

Ampacoll® Radon 15 
15 – 22 mm

Ampacoll® Radon 100 
100 – 110 mm

Ampacoll® Radon 125 
125 – 135 mm

Ampacoll® Radon 150 
150 – 165 mm

Suitable for use on:
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